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TORQUE SPECIFICATIONS

ITEM TORQUE VALUE
ft.Ibs. (Nm)

Front AaAérn] Attaching [ 30 ft. Ibs. (41 Nm)
olt ' : .

Front A-Arm Ball Joint | 25 ft. Ibs. (35 Nm)

Stud Nut
Handlebar Adjuster 10-12 ft. Ibs. (14-17
Block Nm)

Master Cylinder

45-55in. Ibs. (5.2-6.3
Nm)

Rear Shock Bolt

25 ft. Ibs. {34 Nm)

—
o

Tie Rod End Jam Nut

12-14 1t Ibs. (17-19
Nm

Tie Rod End Castle
Nut

40-45 ft. Ibs. (54-61
Nm)

NOTE: Refer to exploded views throughout this
chapter for more torque specifications, component
identification, and location of components.

{upper)
Rear Shock Bolt 25 ft. Ibs. (34 Nm) SPECIAL TOOLS
(fower)
TOOL DESCRIPTION PART NUMBER
Rear Wheel Hub Nut | 110 ft. Ibs. (150 Nm) -
Strut and Ball Joint 2870871
Rear Wheel Nuts 35 fi. Ibs. (48 Nm) ' Tool Set
Upper/Lower Control 30 fi. Ibs. (41 Nm) Shock Spanner 2870872
Arm Mounting Bolt Wrench
Upper/Lower Wheel 251t. Ibs. (35 Nm) Shock Spring 2870623
Bearing Carrier Bolt Compressor Tool
Strut Rod Retaining 15 ft. Ibs. (21 Nm) Strut Spring 2871573
Nut (Top) Compressor Tool (LH)
Strut Casting Pinch 15 ft. Ibs. (21 Nm) Strut Spring 2871574
Bolt Compressor Tool {RH)
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- BODY/PANEL REMOVAL

C} To Remove: Perform These Steps:
Seat ... i Remove: Pull up on front of seat and then pull forward
Console ..........oovviininn Remove: Gear selecter handle

Console Screws

Disconnect dash component wires
Steering wheel (1 nut)

Rivets

Hood .............ccovint. Disconnect: Headlights
4 hinge sCrews

Cab .....ccvvviiiii i Remove: Seats
Bolts of front mounts
Bolts for the rear mounts

Hood Liner ......... e Remove: Liner darts
Liner screws
Disconnect wiring harmesses
Remove air bafiling boxes

FrontBumper ............... Remove: Hood
3 front Torx screws from LH and RH wheel well panels
C,-' 2 top bumper mounting bolts
3 lower bumper mounting bolis

CargoBox.....oooiiiiiii i Place box in the down position
Raise rear of box with assist from dump box shocks
Remaove hitch pins from shocks at box
Remaove clevis pins
Disconnect light harnesses
Remove (2) screws holding hinge pins
Tap out hinge pins
Lift box off frame with assistance

FuelTank ............ccovvvin ... Raise rear box

Disconnect vent and fuel lines (Note locations)
Disconnect slectrical connection

Remove tark strap bolts, and tank straps

Lift tank out -through backside of compartment

C
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CAB FRAME & SEAT EXPLODED VIEW

_F] RANGER 2x4, 4x4, 6x6

Cab Frame and Seat Assembl

Cab Frame

Seat Belts

54 PCLARIS
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CAB FRAME & SEAT EXPLODED VIEW

O

RANGERTM i dz=
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Cab Frame and Seat Assembly

Seat Back Frame

Seat Assembly

Seat Belis

Seat Base

O
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