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O CLUTCH
— SERVICE TOOLS AND
\ ' SUPPLIES Remove Seat
TOOL DESCRIPTION PART NUMBER Raise Box
Drive Clutch Puller 9314177
Driven Clutch Puller 2870913
Roller Pin Tool 2870910
ARANGER TM Clutch Alignment PA-47043
Tool

PVT SYSTEM FASTENER

TORQUES
ITEM TORQUE VALUE
ft.lbs. (Nm)
Drive CIuthhI Retaining | 40 fi. Ibs. (54 Nm)
olt
Driven Clutch 17 ft. Ibs. (23 Nm)

Retaining Bolt
Drive Clutch Spider | 200 ft. Ibs. (271 Nm)

Drive Clutch Cover 12 ft. Ibs. {16 Nm)
Plate

o

VT DISASSEMBLY (RANGER
TM)

Some fasteners and procedures will vary. Refertothe
appropriate parts manual for proper fasteners and
fastener placement. (See Page 6.8).

1. Set the parking brake and block the wheels fo
prevent any movement. Remove the seat and
raise the dump box to halp light the PVT cover
area.

2. Remove clutch exhaust shield located betwesn
the engine and battery. Remove the clutch guard
from the left side of the machine (T25 screws).

Mark the drive belt direction of rotation and
remove drive belt. To remove the drive belt, apply
brake, pull upward and rearward on belt fo open
driven clutch sheaves, push down on beli {0 hold
sheaves open, and slip belt over driven clutch
outer sheave.
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