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TORQUE SPECIFICATIONS

) Cover
o ITEM TORQUE VALUE Screw
Transmission Fill Plug 14-18 1t Ibs. ; Cable
(19-24 Nm) Shifter Knob /
Transmission Drain 14-18 ft. Ibs. Bearing @
Plug (19-24 Nm) eanng
Transmission Case 27-34 it. Ibs. %
Bolis (37-46 Nm) \
Bell Crank Nut 12-18 ft, Ibs. \
(16-18 Nm) .
Bell Crank Gear B-12 ft. Ibs. B
Cover (6-16 Nm)
Transmission 25 ft. Ibs. (35 Nm) Shifter Bolt
Mounting Bolts Grommet
TM Transmission AGIL Gearcase Lube
Lubricant / Amount 18.2 oz. (540 mI) Shift LEVEI‘ Breakdown
SHIFT LINKAGE
SHIFT LEVER INSPECTION/ADJUSTMENT
REMOVAL/INSTALLATION Linkage rod adjustment is necessary when symptoms
B include:
1, Bisconnect linkage cable from shifter. No indicator light
Y 2. Remove one bott attaching gear selector mountto »  Noise on deceleration
H machine frame. -
« |nability to engage a gear
3. Removethe cover and remove screw. Pull offthe E . .
shitter knob. . xcessive gear clash (noise)
4. Lift gear selector out of mounting bracket and *  Shift selector moving out of desired
away from frame. range
5. Repeat the steps in reverse order to install the NOTE: Remove necessary components to gain
gear selector. access 1o shift linkage cable ends (i.e. exhaust heat
shield, exhaust pipe, etc.).
1. Inspect shift linkage cable, clevis pins, and pivot
Shift Lever bushings and replace if worn or damaged.

2. Be sure idle speed is adjusted properly.

3. Place gear selector in neutral. Make sure the
fransmission bell crank is engaged in the neutral
position detents.

Shift Lever Location

O
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7. Use this procedure to loosen or tighten the shift
linkage cable as needed.

Inside Jam Nut |8

4. With two wrenches loosen the outside jam nut
counterclockwise. Turn the outside jam nut 1 1/2
tumns. Perform this procedure on the shift lever
end, also.

Shift Lever Cable Adjustment

TRANSMISSION REMOVAL

1. Remove the PVT systemfrom the left side of the
transmission. See Chapter 6 for more details.

2, Drive roll pin from rear driveshaft yoke.
3. Disconnect the transmission switch.

Inside Jam Nt

Qutside Jam Nut

S

Transmission Cable Adjustment

* Transmission Switch |

5. Aiterturning the outside jam nut 1 1/2 turns. Hold
the outside jam nut with a wrench and tighten the
inside jam nut clockwise, until it is tight against the
bracket.

6. Repeat Step 4 and Step 5 until the proper
adjustment Is made for the transmission cable.
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4. Remove the cotter pin from the shift linkage rod.
Remove the shift linkage rod and a washer from
the bellcrank.

5. Loosen the jam nuts for the transmission cable.
Remove the cable from the mounting bracket.

&

6. Remove the side transmission to frame bolts (A).
7. Remove the rear transmission to frame holt (B}.
8. Disconnect the vent tube (C}).

General Transmission Mountin
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INSTALLATION
1. Install transmission on right side of vehicle.

2. Position transmission in frame.

3. Loosely install the rear transmission to frame bolt
(C).

4. Loosely install the three side transmission to
frame bolts (A & B).

5. Tighten mounting fasteners In order A-C as
shown.

&

NOTE: Be sure to tighten the side transmission bolts
first, this ensures that the transmission is tight against
the lower frame and helps to properly align the
transmission.

NOTE: Align clutches as outlined in Clutch Chapter
6.

6. Align rear output shaft to rear propshatt yoke and
roll pin hole.

7. Slide rear output shaft and into propshaft yoke.
Drive the roll pin into the driveshaft yolk.

8. Reinstall the shift linkage rod, the air intake hose,
and the vent hose on top of the transmission.

8.6
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TRANSMISSION
DISASSEMBLY

Place the bellerank in neutral position.

2. Remove the nut, and washer that secure the bell
crank.- Remove the belicrank.

3. Remove the five bolté that secure the cover.

Remove the cover and cover gasket.
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